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Ceres KR500 
Time & Attendance System



• The M7000 is a battery operated, heavy duty Time 
Recorder special for industrial environments, construction 
sites, mining operations, shifting outdoor job fronts, 
agricultural pick & pay operations and where other terminals 
fail to operate due to existing harsh conditions: Absence of AC 
power, power transients, power failures, grease, dust, grime, 
mud, extreme temperature changes, humidity, etc. 



Easy To Use!
✓ Does not require AC power.

✓ Works with 4 AAA batteries which can be purchased at any convenience 
store.

✓ Battery life, 1 year or 160,000 recordings.

Easy to Download!
✓ Transfers employee punches from M7000 Terminal to a robust portable 

iButton® memory DS1977.

✓ No need for lengthy or complicated cabling.

✓ Can be wall mounted with only 4 screws.

Secure 
✓ Casing Security Key, prevents tampering and “non”

authorized accesses. 

✓ Casing top locks with 4 Torx® Stainless Steel Screws

M7000 Terminal Features I



M7000 Terminal Features II

Easy!
✓ Downloads 4000 punches from iButton® DS1977 

Memory to PC in 3 minutes.

✓ This allows the user to install the terminal practically 

anywhere!

Easy Communications!
✓ High Speed DS9490 USB Communications Bridge  & 

Cable.

Simple and Robust!
✓ Employee ID Key FOBs, and badges, easy to carry, fit on 

any key holder!



M7000 Terminal Specifications

Employs low cost iButtons® as employee ID chips, 10-year life or 1,000,000 recordings. 

Wall Mounted and / or Portable; easy installation with only 4 screws. 

Casing is closed - sealed with 4 Torx® Security Screws.

20% Glass Reinforced Polycarbonate Casing.

Operates with 4 AAA 1.5 VDC Alkaline batteries. 

No AC power required (no AC adaptors or cables required).

Keeps the correct time and date for 10 years (even in the absence of power!), thanks to it´s self powered iButton® Real Time Clock.

Non-volatile memory (NVO RAM) safeguards data for 10 years in the absence of power. 

Memory capacity 4080 employee punches per cycle.

Stand Alone, no permanent connection or cabling to PC required.

Downloads employee punches to PC via a portable DS1977 iButton® memory.

Employs a DS9490R High Speed USB bridge and a DS1402-RP3+ easy to use cable for downloading to the PC.

2 x 8 Liquid Crystal Display (YY / MM / DD HH:MM:SS).

10 function easy to use one touch menu, via the IN / OUT head probes.

Easy Date & Time Setup, plus Daylight Savings programming. 

Signaling Buzzer and Dual Color LED. 

Effective differentiation of IN or OUT punches, via its two separate head probes.

Dimensions: Diameter 10.0 cm (4”,) depth 4.5 cm (1.8”); Weight 300 grams (10.6 oz).



Ceres M7000e: Easy to use
and Powerful.





• Report Preview 
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